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December 18, 2000
CERTIFIED MAIL #7089 3220 0006 2682 1016

Jim Robbins

Chevron Pipeline Company

651 South Redwood Rd.

North Sait Lake, UT 84054-2025

RE: T1-8506-075, Chevron Pipeline Company and Northwest Terminalling, Boise
{Final Tier | Operating Permit No. 001-00026)

| Dear Mr. Robbins:

The idaho Department of Environmental Quality (DEQ) is issuing Tier | Operating
Permit Number 001-00026 for Chevron Pipeline Company and Northwest Terminalling,
in accordance with Title V of the Clean Air Act and IDAPA §8.01.01.300 through 386
{(Rules for the Control of Air Pollution in Idaho). This operating permit which is effective
immediately summarizes the applicable requirements for your facility and requires an
annual compliance certification for all emissions units.

The enclosed operating permit is based on the information contained in your permit
application, received June 19, 1995, Modifications to and/or renewal of this operating
permit shall be requested in a timely manner in accordance with the Rules for the
Control of Air Pollution in Idaho.

You are strongly encouraged to attend a meeting with DEQ to discuss the permit terms
and requirements with which your facility must comply. Thomas Krinke of the Boise
Regional Office will contact you regarding this meeting. DEQ strongly recommends that
in addition to your facility’s plant manager, your responsible official, environmental
contact, and any operations staff responsibie for day-to-day compliance with permit
conditions also attend the meeting. '

You, as weil as any other entity, have the right to appeal this final agency action pursuant
to Idaho Department of Health and Welfare Rules, Title 5, Chapter 3, "Rules Goveming
Contested Case Proceedings and Declaratory Rulings, " by filing a petition with the
Hearings Coordinator, DEQ, 1410 N. Hilton, Boise, ID 38706-1255, within thirty-five (35)
days of the date of this decision. Also, in accordance with IDAPA 58.01.01.366.04.a, any
person may petition the Environmental Protection Agency (EPA) to object to this permit
within sixty (60) days after the expiration of the EPA's forty-five (45) day review period.
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However, we encourage you to contact Marjorie MartzEmerson to address any
concerns you may have with the enclosed permit prior to filing a petition for a contested
case.

If you have any questions, piease contact Steve West at (208) 373-0550 or Marjorie
MartzEmerson at (208) 373-0502,

Sincerely,

"’Ud%ﬁw)' ' 7)’%&‘ Ynsrasn
Orville D. Green

Program Administrator

State Air Quality Program
CDGWME:KH:bm

Enclosure

Copy: Boise Regional Office

DEQ State Office
Laurie Kral, EPA Region X
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ZONE LITM COORDINATE (km)
GENERAL INFORMATION
: 111 Bi16101. |51, 418:2081: .
PERMITTEE

Chevron Pipeiine Company and Northwest Terminalling Company {CPLNWTC)
2 PROJECT '
Tier 1 Operating Permit - Boise Terminal

3. MAILING ADDRESS - TELEPHONE # COUNTY
§51 South Redwood Rd. {801) 539-7586 Ada
4. cITY STATE 2iP CODE
-North Salt Lake Utah 840542925
5. FACIITY CONTACT TITLE
Jim Robbins : Environmentai Speciatist
8. RESPONSIBLE OFFICIAL TITLE
Geraid A. McKee Western Profit Conter Manager
7. EXACT PLANT LOCATION
201 North Phillippl Street, Boise E
8. GENERAL NATURE OF BUSINESS & KINDS OF PRODUCTS |

Petroleum Bulk Marketing Terminal/Pipeline Breakout Station

| 5. PERMIT AUTHORITY

This Tier | operating permit is issued pursuant to Idaho Code § 39115 and the Rules for the Control
of Air Pollution in Idaho, IDAPA 58.01.01.300 through 386. The Permittee shall comply with the terms
and conditions of this permit.

This permit incorporates all applicable terms and conditions of prior air quality permits issued by
the idaho Department of Environmental Quality {DEQ) for the permitted source, unless the Pearmitise
emits toxic pollutants subject to state-only requirements pursuant to IDAPA, 58.01.01.210, and the
Permittee elects not to incorporate those terms and conditions into this operating permit,

The effective date of this permit is the date of signature by DEQ on the cover page.

MargeuL M%EW ISSUED DATE _December 19, 2000

ORui ne. @&em

| PROGRAM ADMINISTRATOR, STATE AIR QUALITY PROGRAM EXPIRATION DATE December 19, 2005

DEPARTMENT OF ENVIRONMENTAL QUALITY




mmo o wop

TABLE OF CONTENTS

EACILITY-WIDE CONDITIONS . oo oo T 3
TRUCK LOADING RACK, AND VAPOR CONTAINMENT AND DESTRUCTION SYSTEM .. ...ovevne it 13
SOIL VAPOR EXTRACTION SYSTEM . .. oot 27
NORWOOD STREET SOIL VAPOR EXTRAGTION SYSTEM .. ... ittt e 22
PETROLEUM PRODUCT STORAGE TANKS . ... oottt e e e 23
INSIGNIFICANT ACTIVITIES ... ottt e 24



Chevron Pipeline Company and Northwest Terminalling Company
Boise, Idaho

AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION

ronitoring and reporting requirements specified in this permit.

SOURCE i

A. FACILITY-WIDE CONDITIONS

The following table contains a summary of requirements that apply generally to emissions units at the faciiity.

Al

A2

A3

A4

AS

AS Qdors Reasonabie Controi iDAPA 58.01.01.775.776 A8
20% Opacity for 3 minutes or - HDAPA 58.01.01.6825
graater

0.3 Weight % Sulfur - Grade #1 iDAPA 58.01.01.728

All reasonable precautions shall be taken to prevent particulate matter from becoming sirbome in accordance with IDAPA
[IDAPA 58.01.01,650-651, 5/1/94)

58.01.01.850-651.

Unless specified elsewhere in this permit, the Permittee shall monitor and maintain records of the frequency and the
method(s) used (i.e., water, chemical dust suppressants, etc.) to reasonably control fugitive emissions.
[IDAPA 58.01.01.322.08, .07, 5/1/94]

Unless specified elsewhere in this permit, the Permittee shall maintain records of all fugitive dust complaints received. .
The Permittee shaii {ake appropriate corrective action as expeditiously as practicable after a valid complaint is received.
The records shail, at a minimum, include the date that each complaint was received and a description of the following:
the complaint, the Permittee’s assessment of the validity of the complaint, any corrective action taken, and the date the
corrective action was taken.

[IDAPA 58.01.01.322.06, .07, 5/1/94]

Unless specified eisewhere in this permit, the Permittee shall conduct a weekly facility-wide fugitive emission inspection
of potential sources of fugitive emissions, during daylight hours and under normal operating conditions fo ensure that the
methods used to reascnably control fugitive emissions are effective. If fugitive emissions are not being reasonably
controlied, the Permittee shall take corrective action as expeditiously as practicable. The Permittee shall maintain records
of the resuits of each weekly fugitive emission inspection. The records shall, at a2 minimum, include the date of each
inspection and g description of the following: the Permittee’s assessment of the conditions existing at the time fugitive
emissions are present (if observed), any corrective action taken in response to the fugitive emissions, and the date the

corrective action was taken.
[IDAPA 58.01.01.322.06, .07, .08, 5/1/94]

No person shall allow, suffer, cause or permit the emission of odorous gases, liquids or solids to the atmosphere in such
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PERMIT NUMﬁER
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The Permittee is hereby ailowed to operate the equipment described herein subject to the emission hmtts and
monitoring and reporting requirements specified in this permit,

SOURCE

ACILITY-MDE CONGIT!O&S

A8

AT

A8

AS

guantities as to cause air poilution.
[IDAPA 58.01.01.775-776, 5/1/94 (Federally enforceable; however, this provision will become state-only
enforceable upon removal from the $SiP)}

Unless specified eisewhere in this permit, the Permittee shall maintain records of all odor complaints received. !f the
compiaint has ment, the Permittee shall {ake appropriate corrective action as expeditiously as practicable. The records
shall, at a minimum, include the date that each complaint was received and a description of the foliowing: the complaint,
the Parmittee’s assessment of the validity of the complaint, any cm*rectwe action taken, and the date the corrective action

was taken,
[IDAPA 58.01.01.322.06,.07 (State Only), §/1/94)

No person shall discharge any air poliutant to the atmosphere from any point of emission for a period or periods
aggregating more than three (3) minutes in any sixty (60) minute period which is greater than twenty percent (20%)
opacity as determined by procedures contained in iDAPA 88.01.01.625. These provisions shall not apply when the
presence of uncombined water, nitrtogen oxides and/or chiorine gas are the only reason(s) for the failure of the emission
to comply with the requirements of this section.

[IDAPA 58.01.01.625, 5/1/94}

Unless specified eisewhere in this permit, the Permittee shail conduct a quarterly facility-wide visible emission inspection
of potential sources of visible emissions, during daylight hours and under normal operating conditions, If any visible
emissions are present from any point of emission, the Permiitee shall take appropriate corrective action as expeditiously
as practicable. If opacity is greater than twenty percent (20%) for a period or periods aggregating more than three (3)
minutes in any sixty (60) minute pericd, the Permitlee shall take all necessary corrective action and report the exceedance
in its annual compliance certification and in accordance with IDAPA 58.01.01.130-136. The Permittee shail maintain
records of the resulls of each quarterly visible emission inspection. The records shall, at a minimum, include the date of
each inspection and a description of the following: the Permitiee’s assessment of the conditions existing at the time visible
emissions are present (if observed), any corrective action taken in response to the visibie emissions, and the date
corrective action was {aken.

[HXAPA 58.01.01.322.06, .07, .08, 5/1/94]

Unless specified elsewhere in this permit, the Permiftee shall comply with the procedures and requirements of IDAPA
58.01.01.130-136 for excess emissions. The provisions of IDAPA 130-136 shall govern in the event of conflicts between
the Subsections of A.8. and the regulations of IDAPA 130-136,

A.9.1 The person responsible for, or in charge of a facility during, an excess emissions event shall, with all practicable
speed, inifiate and complete appropriate and reasonable action to correct the conditions causing such excess
emigsions event; to reduce the frequency of occurrence of such events; to minimize the amount by which the
emission standard is exceeded; and shall, as provided below or upon request of the Department, submit a full
report of such occurrence, inciuding a statement of all known causes, and of the scheduling and nature of the

actions to be taken,
[IDAPA 58.01.01.132, 4/5/00]

A9.2 Inall cases where startup, shutdown, or scheduled maintenance of any equipment or emission unit is expected




AIR POLLUTION OPERATING PERMIT

| Chevron Pipeline Company and Northwest Terminailing Company
Boise, Idaho
Tier | Operatmg Permit

PERMITTEE, PROJECT, AND LOCATION

SOURCE

The Permiltee is hereby allowed to operate the equzpment descrzbed herem subject to t‘he ernission Ilm:ts and
monitoring and reporting requirements specified in this permit.

A9.3

FACIL!TY~VVIDE CONDITIONS

to resuit or results in an excess emissions event, the owner or operator of the facility or emissions unit generating
the excess emissions shall demonstrate compliance with Sections 133.01(a) through (d), including, but not limited
fo:

[IDAPA 58.01.01.133, 4/5/00]

A.9.2.a A prohibition of any scheduled startup, shutdown, or maintenance resulting in excess emissions shall
occur during any period in which an Atmospheric Stagnation Advisory and/or a Wood Stove Curtaiiment
Advisory has been declared by the Departiment; and

[JDAPA 58,01.01.133.01.a, 3/20/97]

A.8.2.b Notifying the Department of the excess emissions event as soon as reasonably possible, but no later
than two {2) hours prior {0 the start of the excess emission event uniess the owner or operator
demonstrates to the Department’s satisfaction that a shorter advanced notice was necessary,

[IDAPA 58.01.01.133.01.b, 4/5/00]

A.8.2.c The owner or operator of a source of excess emissions shall report and record the information required
pursuant to Sections A.9.4 and A.9.5 of this permit and IDAPA 58.,01.01.135 and 136 for each excess
emfssmns event due to startup, shutdown or scheduled maintenance.

© T T HDAPA 58.01.01.133.01.¢, 3/20/97]

In all cases where upset or breakdown of equipment or an emissions unit, or the initiation of safety measures,
results or may resull in an excess emissions event, the owner or operator of the facility or emissions unit
generating the excess emissions shall demonstrate compliance with Sections 134,01{a) and (b) and the following:

[IDAPA 58.01.01.134, 4/5/00]

A.8.3.a For all equipment or emissions units from which excess emissions result during upset or breakdown
conditions, or for other situations that may necessitate the implementation of safety measures which
cause excess emissions, the facility owner or operator shall comply with the following:

[IDAPA 58.01.01.134,02, 4/8/00]

{a) The owner or operator shall immediately undertake all appropriate measures to reduce and, to
the extent possible, eliminate excess emissions resuiting from the event and to minimize the
impact of such excess emissions on the ambient air quality and public heaith,

[IDAPA 58.,01.01.134.02.a, 4/5/00]

{b} The owner or operator shall nofify the Department of any upset/breakdown/safety event that
results in excess emissions. Such notification shall identify the time, specific location, equipment
or emissions unit invoived, and (1o the extent known) the cause(s) of the occurrence, The
notification shall be given as soon as reasonably possible, but no later than twenty-four (24)
hours after the event, unless the owner or operator demonstrates to the Department's
satisfaction that the longer reporting period was necessary.

[IDAPA 58.01.01.134.02.b, 4/5/00]

{c) The owner or operator shall report and record the information required pursuant to Sections
A.8.4 and A.9.5 of this permit and IDAPA 58.01.01.135 and 136 for each excess emissions event




AIR POLLUTION OPERATING PERMIT
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Chevron Pipeline Company and Northwest Terminalling Company
Boise, idaho
Tier | Operating Permit

The Permittee is hereby aiiowed to operate the equzpment described herein subject to the emission fimits and
monitoring and reporting requirements specified in this permit.

SOURCE

FACEL!W«WI DEE CONDET!ONS

caused by an upset, breakdown, or safety measure. _
[IDAPA §8.01.01.134.02.¢, 3120197}

A.8.3.b During any period of excess emissions caused by upset, breakdown or operation under facility safety
measures, the Department may require the owner or operator to immediately reduce or cease operation
of the equipment or emissions unit causing the excess emissions until such time as the condition causing
the excess emissions has been corrected or brought under control. Such action by the Department shall
be taken upon consideration of the factors listed in Section 134.03 and after consuitation with the faciiity

owner or operator.
[IDAPA 58.01.01.134.03 4/8/00]

A9.4 A written report for each excess emissions event shall be submitted to the Department by the owner or operator
no later than fifteen (18) days after the beginning of each such event. Fach report shall contain the information
specified in Section 135.02,
: [IDAPA 58.01.01.135.01, .02, 3/20/97}

A 9.8 The owner or operator shall maintain excess emissions records at the facility for the most recent five (5) calendar
year period. The excess emissions records shall be made available to the Deparirment upon request.~ The
excess emissions records shall include the information requested by Section 136.03(a) and (b) as summarized
in the following:

[IDAPA 58.01.01.136.01, .02, .03, 3/20/97]

A9.5.a An excess emissions iog book for each emissions unit or piece of equipment containing copies of al}
reporis that have been submitted to the Depariment pursuant to IDAPA 58.01.01.135 for the particular
emissions unit or equipment; and _

[IDAPA 58,01.01,136.03.a, 4/5/00]

A.9.5.b Copies of all startup, shutdown, and scheduled maintenance procedures and upset/breakdown/ safety
preventative maintenance plans which have been deveioped by the owner or operator in accordance with
IDAPA 58.01.01.133 and 134, and facility records as necessary to demonstrate compliance with such
procedures and plans.

[IDAPA 58.01.01.136.03.b, 3/20/97]

[IDAPA 58.01.01.130-138, 4/5/00 (State Only; however, this provision wiil become federaily
enforceable upon EPA approva! into the SIP}, IDAPA 58.01.01.322.08.b, 3/23/98]

A 10 AJI penodu: repom aad certifications required by this permit shall be submitted to the Department within thirty (30) days
of the end of each specified reporting period. £xcess emissions reports and notifications shall be submitted in accordance
with IDAPA 58.01.01,130-136. Reporis, ceriifications and notifications shall be submitted to:

Air Quality Permit Compliance

Department of Environmental Quality
Boise Regionai Office

ZSSUEB DATE

EXPIRA'?ION ﬂA‘T‘E December 19 2005
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Chevron Pipeline Company and Northwest Terminalling Company
Boise, ldaho
| Tier | Operating Permit
| " - - e e _—

The Permittee is hereby aliowed to operate the equipment described herein subject to the emission limits and
| monitoring and reporting requirements specified in this permit.

SOURCE
FACILITY-WIDE CONDITIONS
1445 N Orchard St.

Boise, ldaho 83706.2239

The periodic compliance certification required by General Provision 21 shall also be submitted within thirly (30) days of
the end of the specified reporting period to; .

EPA Region 10
Air Operating Permits, CAQ-107
1200 Sixth Avenue
Seattie, WA 88101
[IDAPA 58.01.01.322.08,.11, 5/1/94]

118 iy P E*, 810 4k]

A.11  The Permittee shall maintain sufficient recordkeeping to assure compliance with all of the terms and conditions of this
operating permit. Recording of monitoring information shall include, but not be limited to: (a) the date, place, and times
of sampling or measurements; (b} the date analyses were performed; (c} the company or entity that performed the
analyses; {d) the analytical techniques or methods used; {e) the results of such analyses; and {f) the operating conditions
existing &t the time of sampling or measurement, All monitoring records and suppert information shall be retained for a
period of at least five (5) years from the date of the monitoring sample, measurement, report, or application. Supporting
information includes but is not limited to all calibration and maintenance records and all eriginal strip-chart recordings for
continuous monitoring instrumentation and copies of all reports required by this permit. Al records required to be
maintained by this permit shaill be made available to Department representatives upon request in either hard copy or

electronic format,
[IDAPA 58.01.01.322.07, 5/1/94]

A12  The facilily shall comply with the requirernents of IDAPA 58.01.01.600-618, Rules for Control of Open Buming.
[DAPA 58.01.01.660-818, 5/1/54]

Rengvation and Demoiition
A13  The Permittee shall comply with all applicable portions of 40 CFR Part 61, Subpart M when conducting any renovation
or demolition activities at the faciiity.
' f40 CFR 61 Subpart M]

A.14  Anowner or operator of a stationary source that has more than a threshold quantity of a regulated substance in a process,
as determined under 40 CFR 68,115, shall comply with the requirements of the Chemical Accident Prevention Provisions
at 40 CFR Part 68 no later than the latest of the following dates:

A.14.1 Three years after the date on which a regulated substance present above a threshold quantity is first listed under
40 CFR 68.130; or

A.14.2 The date on which a regulated substance is first present above a threshold quantily in a process.
{40 CFR 68.10 (a}]

| EXPIRATION DATE:  December 18, 2005
- i I S Ly T —




Chevron Pipeline Company and Northwest Terminalling Company
Boise, Idaho

monitoring and reporting requirements specified in this permit.
SOURCE

AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION

A18

EA Method 201A"

| EPA Method 5*
ino, EPA Method 7°
I so, EPA Method 6°
| EPA Method 10°

EPA Method 25*
EPA Method 9

if NSPS source, IDAPA 58.01.01.625 and Method &;
therwise, IDAPA 58.01.01.625 only.

If testing is required, the Permittee shall provide notice of intent to test to the Department at least fifteen (15) days prior
to the scheduled test or shorter time period as provided in a permit, order, consent decree or by Department approval.
The Departrent may, at its oplion, have an cbserver present at any emissions tests conducted on a source. The
Department requests that such testing not be performed on weekends or state holidays.

All testing shali be conducted in accordance with the procedures in IDAPA 58.01.01.157. Without prior Department
approval, any alternative testing is conducied solely at the Permittee’s risk. if the Permittee fails {0 obtain prior written
approval by the Depariment for any testing deviations, the Department may determine that the testing does not satisfy
the testing requirements. Therefore, prior to conducting any compliance test, the Permittee is strongly encouraged to
submit in writing to the Department, at Jeast thirty {30) days in advance, the following for approval:

> The type of method to be used; '

» Any extenuating or unusuai circumstances regarding the proposed test; and

» The proposed schedule for conducting and reporting the test.

Within thirty (30) days following the date in which a compliance test required by this permit is concluded, the Permittee

shall submit to DEQ a compiiance test report for the respective test. The compliance test report shall include ali process
operating data coliected during the test period as well as the test results, raw test data and associated docurmentation,

[ISSUED DATE: ~  December 19,2000 |
|EXPIRATION DATE: _December 13,2005

= ty ..'?.l'. 4
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Chevron Pipeline Company and Northwest Terminalling Company
Boise, ldaho
Tier | Operating

The Permittee is hereby aiiowed o Operate the equipment descnbed herein subject to the emission limits and
monitoring and reporting requirements specified in this permit,

SOURCE

?’ermut

FACILITY-WIDE CONDETIONS

including any approved test protocol.
The proposed test date(s), test date rescheduling notice(s), compliance test report, and ali other correspondence shall
be sent fo:

Air Quality Permit Compliance
Department of Environmental Quality
Boise Regionat Office

1445 N Orchard St

Boise, Idaho 83706-1239

(208) 3731580

Fax: {208) 373-0287

IDAPA 58.01.01.187, 4/8/00; 322.08, .08.a, .09, §/1/94)

A1T . The Pemttae shal comp&y with applicable standards for recycling and emissions reduction pursuant to 40 CFR Part 82,
Subpart F, Recycling and Emissions Reduction.
[40 CFR 82 Subpart F}

Sulfer Content
A18  No person shall sell, distribute, use, or make available for use, any distillate fuel oil containing more tﬁan the following
percentages of sulfur

ASTM Grade 1 - ASTM Grade 1 fuel il - 0.3 percent by weight

ASTM Grade 2 - ASTM Grade 2 fuel oil - 0.5 percent by weight.
. [IDAPA 58.01.01.728, 5-1.94]

A.19  The Parmittee shaff estabiish compiliance with the limits specified in Condition A.18 by fulfilling either condition A.18.1 or
condition A.19.2. Testing and/or certification shall be conducted for the appropriate fuel material and time period specified
by this permit condifion. The reference test method for measuring fuel sulfur content shall be ASTM method, 0120.95
Standard Test for Sulfur in Petroleum Products (General Bomb Method) or such comparabie and equivalent method
approved in accordance with IDAPA §8.01.01.157.02.d. Test methods and procedures shall comply with IDAPA
58.01.01.157. The Permittee may distribute distillate fueis from any of the storage tanks prior to, during, and after the
sampling event.

A.18.1 The Permittee shail determine the sulfur content in each distillate fuel storage tank on a monthly basis by testing
as specified in condition 19.2; or

A.18.2 The Permiltee shall oblain documentation of the distillate fuel oi sulfur content from the refinery or refineries that
produce(s) the fuel. Acceptable documentation shall include current contractual agreements which specify that
the sulfur contents of distiilate fuei oils entering the pipeline from the refinery are within the Emits specified in this
permit. in addition, the Permittee shall determine the sulfur content in each distillate fuel storage tank on a
semiannual basis by testing as specified in condition A.19. Testing documentation shall identify the tank number
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The Permittee is hereby ailowed to operate the equipment described herein subject to the emission limits and
monitoring and reporting requirements specified in this permit.

SOURCE

FACiLETY-\N!DE COND?T}ONS

and the ASTM Grade of the fueil stored in the tank at the time of testing.
PDAPA 58.01.01.322.08, 5-1-94]

The following conditions apply to each NSPS source at the facility:

A20

A21.

A22

A23

All requests, reports, applications, submittals, and 6ther communications to the Administrator pursuant {0 40 CFR 60
{NSPS) shall be submitted in duplicate to the Region X Office of the EPA to the atiention of the Director of the Office of
Air Quality. All mformatpon required to be submitted to EPA for applicable NSPS requirements, must also be submitted
to DEQ.

[40 CFR 604}

A notification of any physical or operational change {0 an existing facility which may increase the emission rate of any air
poliutant to which a standard applies, unless that change is specifically exempted under an applicable subpart or in 40
CFR 60.14(e). This notice shall be postmarked 60 days or as soon as practicable before the change is commenced and
shall include information describing the precise nature of the change, present and proposed emission control systems, -
productive capacity of the facllity before and after the change, and the expected completion date of the change. The
Administrator may request additional relevant information subsequent to this notice.

{40 CFR 60.7(a)}(4)]

Any owner or operator subject to the provisions of this part shall maintain records of the occurrence and duration of any
startup, shutdown, or maifunction in the operation of an affected facility; any malfunction of the air pollution control
equipment, or any periods during which a continuous monitoring system or monitoring device is inoperative,

[40 CFR 60.7(b}}

Performance tests shall be conducted and data reduced in accordance with the test methods and procedures contained
in each applicable subpart unless the Administrator (1) specifies or approves, in specific cases, the use of a reference
method with minor changes in methodology, {2) approves the use of an equivalent method, (3) approves the use of an
aiternative method the resuits of which he has determined to be adequate for indicating whether a spacific source is in
compfiance, (4) waives the requirement for performance tests because the owner or operator of a source has
demonstrated by other means to the Administrator's satisfaction that the affected facility is in compliance with the
standard, or (§) approves shorter sampling times and smaller sample volumes when necessitated by process variables
or other factors. Nothing in this paragraph shall be construed to abrogate the Administrator's authority to require testing
under Section 114 of the Act.

Performance tests shall be conducted under such conditions as the Administrator shail specify to the plant operator based
on representative performance of the affected facility. The owner or operator shall make available to the Administrator
such records as may be necessary to determine the conditions of the performance tests, Operations during periods of
startup, shutdown, and malfunction shall not constitute representative conditions for the purpose of a performance test
nor shall emissions in excess of the level of the applicable emission imit during periods of startup, shutdown, and
maifunction be considered a violation of the applicable emission fimit uniess otherwise specified in the applicable standard.

The owner or operator of an affected facility shall provide the Administrator at least 30 days prior notice of any
performance test, except as specified under other subparts, to afford the Administrator the opportunity to have an
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The Permittee is hereby allowed o operate the equipment described herein subject to the emission limits and
monitoring and reporting requirements specified in this permit.
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0|oit|-|0]|0i0|2i8

A24

A28

A28

A27

observer present, If after 30 days notice for an initially scheduled performance test, there is a defay (due to operational
problems, etc.) in conducting the scheduled performance test, the owner or operator of an affected facility shall notify the
Administrator (or delegated State or local agency) as soon as possible of any delay in the original test date, either by
providing at least 7 days prior notice of the rescheduled date of the performance test, or by arranging a rescheduled date
with the Administrator {or delegated state or local agency) by mutual agreement.

The owner or operator of an affected facility shali provide, or cause to be provided, performance testing facilities as
follows:

{1) Sampling ports adequate for test methods applicable to such facility. This includes (i} constructing the air
oollution controt system such that volumelric flowrates and pollutant emission rates can be accurately determined
by appiicable test methods and procedures and (i) providing a stack or duct free of cycionic flow during
performance tests, as demonstrated by applicable test methods and procedures.

(2) Safe sampling platform(s).
{3) Safe access to sampling platform(s).

{4) Utilities for sampling and testing eguipment,
[40 CFR 60.8(b}, {c}, {d), & (e}]

Compliance with opacily standards in 40 CFR Part 60 shall be determined by conducting observations in accordance with
Reference Method 8 in Appendix A of Part 80, any aiternative method that is approved by the Administrater, or as

provided in 60.11{e}{5).
{40 CFR 60.11{b}]

The opacity standards set forth in this part shall apply at all imes except during periods of startup, shutdown, malfunction,
and as otherwise provided in the applicable standard,
. {40 CFR 60.11{¢}]

At all times, including periods of startup, shutdown, and malfunction, owners and operators shall, to the exient practicabie,
maintain and operate any affected facility including associated air poliution control equipmert in @ manner consistent with
good air poilution control practice for minimizing emissions. Determination of whether atceptable operating and
maintenance procedures are being used will be based on information available to the Administrator which may include,
but is not imited to, monitoring resuits, opacily observations, review of operating and maintenance procedures, and

inspection of the source.
' [40 CFR 60.11{d)]

For the purpose of submitting compiiance certifications or establishing whether or not a person has violated or is in
violation of any standard in this part, nothing in this part shall preciude the use, including the exclusive use, of any credible
evidence or information, relevant to whether a source would have been in compliance with applicable requirements if the
appropriate performance or compliance test or procedure had been performed.

{40 CFR 60.11{(g})}

[ISSUED DATE: . December 19,2000 |
| EXPIRATION DATE: _ December 19, 2005 |
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AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION

Chevron P‘speline'Company and Northwest Terminalling Company
Boise, ldaho
Tier | Operatm Permrt

The Permiltee is hereby atiowed to operate the equfpment descnb&d herem subject to the emission ltmrts ang
monitoring and reporting requirements specified in this permit.

SOURCE
FACILITY-WIDE CONDITIONS

s

A28  Noowner or operator subject to the provisions of this part shail build, erect, install, or use any article, machine, equipment
or process, the use of which conceals an emission which would otherwise constitute violation of an appiicable standard.

Such concealment includes, but is not limited to, the use of gaseous diluents to achieve compliance with an opacity
standard or with a standard which is based on the concentration of 2 pollutant in the gases discharged to the am;sphm‘

{40 CFR 60.12]

A.29 A change to an existing facility may constitute a modification or reconstruction as described in 40 CFR 60.14 and 15
respectively. The source can request a determination of reconstruction or modification as described in 40 CFR 60.5.
[40 CFR 60.5,14, 815}
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PERMIT NUMBER

AIR POLLUTION OPERATING PERMIT
Permittee, PROJECT, AND LOCATION

Chevron Pipetine Company and Northwest Terminalling Company
Boise, idaho
Tier | Operating Permit

The Permittee is hereby allowed to operate the equapment described herein subject to the emission iimzts and
monitoring and reporting requirements specified in this permit.

SOURCE

Truck Loading Rack and Vapor Destruction System

B. TRUCK LOADING RACK, AND VAPOR CONTAINMENT AND DESTRUCTION SYSTEM

The following table containg a summary of requirements that apply generally to the NWTC Truck Loading Rack. Specific permit
requirements are listed below.

8.1 Opacity 20% for more than 3 minutes IDAPA 58.01.01.825 A8 B26 B.28
in any sixty minute perod
82 B3 B4 vOC 35 milligrams of total arganic. 40 CFR 60.502(a). {b) and 8,17, 8,18, B.19, B.20,
carbon per liter of gasoline ) B.24, 827, B.28
icaded
8.5 86,87 Voo Gasofine tank fruck loading 40 CFR 80.802(e}, (N and {g) | B.10, B.11, B.12, B.13,
requiraments B.14, 8.15, B.15, B.18,
B.22,8.23,8.25 8.27,
8.28
88,89 VoG 4500 pascals (450 mm water) | 40 CFR 80.502{h} and (i) 5.18, B.19, B.21, B.27,
vapor collection system ' B.28
pressure limits :
 S— . T D — s R SE— e em———

8.1 No person shalf discharge any air pollutant to the atmosphere from any point of emission for a period or periods
aggregating more than three (3) minutes in any sixty (60) minute period which is greater than twenty percent (20%)
opacity as determined by procedures contained in IDAPA 58.01.01.625.

[DAPA 58.01.01.625, 5-1-94]

B2 The emissions to the atmosphere from the vapor coflection system due 1o the loading of liquid product into gasoline tank
trucks are not to exceed 35 milligrams of total organic compounds per liter of gasoline loaded.
{40 CFR 60.502(b), 2/14/89]

8.3 Each affected facility shall be equipped with a vapor collection system designed to coflect the totai organic compounds
vapors displaced from tank trucks during product loading.
{40 CFR 60.502(a), 2/14/89]

B.4 Each vapor collection system shall be designed to prevent any total organic compounds vapors collected at one loading
rack from passing to another loading rack.
{40 CFR 60.502(d), 2/14/89}

B.S Loadings of liguid product into gasoline tank trucks shall be limited to vapor-tight gasoline tank trucks using the procedures
specified in 40 CFR 60. 502(@)( 1} through (8},
[40 CFR 60.502(e), 2/14/89}

iSSUED !)ATE

EX?iRA'ﬁON DATE ﬂecember 19 2005
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Chevron Pipeline Company and Northwest Terminalling Company
Boise, ldaho
Tier | Operatmg Permit

PERMIT NUMBER

AIR POLLUTION OPERATING PERMIT
Permittee, PROJECT, AND LOCATION

The Parmiftee is hereby alfowed to operate the equipment described herem sub;ect to me emission Ezmits and
monitoring and reporting requirements specified in this permit.

SCURCE

Truck Loading Rack and Vapor Destruction System

8.6

8.7

B.8&

B9

B.10

B.12

B.13

8.14

B.1§

The owner or cperator shall act to assure that loadings of gasoline tank trucks at the affected facility are made only into

tanks equipped with vapor collection equipment that is compatibie with the terminal’s vapor coliection system.

[4C CFR 60.502(f), 2/14/89)
The owner or operator shail act to assure that the terminal’'s and the tank truck’s vapor collection systems are connected
during each ioading of a gasoline {ank truck at the affected facility. Examples of actions to accomplish this include training
drivers in the hookup procedures and posting visible reminder signs at the affected loading racks.

{40 CER 60.502(g), 2/14/89]

The vapor collection and liquid loading equipment shall be designed and operated to prevent gauge pressure in the
delivery tank from exceeding 4,500 pascals {450 mm of water) during product joading. This level is not {o be exceeded
when measured by the procedures specified in 40 CFR 60.503(d).

[40 CFR 60.502(h), 2/114/89]

No pressure-vacuum vent in the buik gascline terminal’s vapor collection system shall begin to cpen at a system pressure
less than 4500 pascals (450 mm of water).
‘ [40 CFR 60.502(i), 2/14/89]

A vapor-tight gasoline tank truck means a gasoline tank truck which has demonstrated within the 12 preceding months
that its product defivery tank will sustain a pressure change of not more than 750 pascals {78 mm water) within § minutes
after it is pressurized to 4500 pascals (450 mm water). This capabifity is to be demonstrated using the pressure test
procedure specified in Reference Method 27.

[40 CFR 60.501, 8/18/83]

The owner or operator shall obtain the vapor tightness documentation described in 40 CFR 60.505(b) for each gasoline
tank truck which is fo be loaded at the truck loading rack.
[40 CFR 60.502(e}{1), 2/14/88]

The owner or operator shali require the tank identification number to be recorded as each gasoline tank truck is loaded
at the truck loading rack.
[40 CFR 60.502(e)(2), 2/14/89]

The owner or operator shall cross check each tank identification number obtained in 40 CFR 60.502(e)(2) with the file
of tank vapor tightness documentation within 2 weeks after the corresponding tank is loaded.
[40 CFR 60.502(e)(3), 2!14!89}

The terminal owner or operator shail notify the owner or operator of each nonvapor-tight gasoline tank truck loaded at the
truck ioading rack within 3 weeks after the loading has cccurred.

[40 CFR 60.502(e){4), 2/14/89]
The terminal owner or operator shail {ake steps assuring that the nonvapor-tight gasoline tank truck will not be reloaded

at the truck loading rack until vaper tightness documentation for that tank is obtained.
{40 CFR 60.502(e}(5), 2/14/89]

. ISSGED DA?‘EE Decembef 18, 2000

EXP#RATION DATE*
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Tier | Operating Permit

_ Page 15 of 28
PERMIT NUMBER

AIR POLLUTION OPERATING PERMIT
Permittee, PROJECT, AND LOCATION

The Permittee is hereby allowed o operate the equipment described herein s
monitoring and reporting requirements specified in this permit.

SOURCE

Truck Loading Rack and Vapor Destruction System

B.16

B.17

B.18

B.18

B.20

B.21

B.22 .

B.23

B.24

e i

Alternate procedures fo those described in 40 CFR 60.502(e){1) through (8) of this Section for limiting gasoline tank truck
loadings may be used upon application to, and approval by, the Administrator, EPA Region 10.
[40 CFR 60.502(e){6), 2/14/89]

£ach calendar month, the vapor collection sysiern, the vapor processing system, and each loading rack handling gascline
shall be inspected during the loading of gasoline tank trucks for total organic compounds liquid or vapor leaks. For
purposes of this paragraph, detection methods incorporating sight, sound, or smell are acceptable. Fach detection ofa
leak shall be recorded and the source of the feak repaired within 15 calendar days after it is detected.

[40 CFR 60.502(}), 2/14/89]

in conducting the performance tesis required in 40 CFR 60.8, the owner or operator shall use as reference methods and
procedures the test methods in appendix A of 40 CFR Part 60 or other methods as specified in 40 CFR Part 60 Subpart
XX, except as provided in 40 CFR 60.8(b). The three-run requirement of 40 CFR 80.8(f) does not apply.

[40 CFR 60.503(a), 2/14/89]

Immediately before the performance test required to determine compliance with 40 CFR 80.502(b) and {(h), the owner or
operator shall use Method 21 to mionitor for leakage of vapor all potential sources in the terminal’s vapor collection system
equipment while 2 gasoline tank truck is being loaded. The owner or operator shall repair ail leaks with readings of 10,0600
ppm {(as methane) or greater before conducting the performance test,

[40 CFR 60.503(b), 2/14/89]

The owner or operator shall determine compliance with the standards in 40 CFR 60.502(b) as specified in 40 CFR
60.503(c).
[40 CFR 60.503(c), 2/14/89]
gges (cg?gr or operator shall determine compliance with the standard in 40 CFR 80.502(h) as specified in 40 CFR
' ' [40 CFR 60.503(d), 2/14/89]
The tank truck vapor tightness documentation required under 40 CFR §0.502(e)(1) shall be kept on file at the terminal
in a permanent form available for inspection.
[40 CFR 60.505(a), 12/22/83}

The documentation file for each gasoline tank truck shall be updated at ieast once per year to reflect current test results
as determined by Method 27. This documentation shall include, as a minimum, the following information: (1) Test title:
Gasoline Delivery Tank Pressure Test ~ EPA Reference Method 27, (2) Tank owner and address; (3} Tank identification
number; (4)Testing location; (5} Date of test. (6) Tester name and signature; (7) Witnessing inspector, if any, including
the following. Name, signature, and affiliation; (8) Test results: Actual pressure change in 5 minutes, mm of water

{average for 2 runs).
[40 CFR 60.505(b), 12/22/83]
A record of each monthly leak inspection required under 40 CFR 60.502(j) shall be kept on file at the terminal for at least

2 years. Inspection records shall include, as a minimum, the following information: (1) Date of inspection; (2) Findings
{may include no leaks discovered; or location, nature, and severity of each leak); (3} Leak determination method; (4)

TR e——rra
LEXPIRATION DATE: _December 19, 2005}

R -
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Chevron Pipeline Company and Northwest Terminalling Company

Boise, Idaho
T;er | Opeatmg Pefm:t

The Permitiee is hereby ailowed to operate the equipment described herem subject to the emission i:mats and
monitoring and reporting requirements specified in this permit,

SCURCE

PERMIT NUMBER
AIR POLLUTION OPERATING PERMIT
Permittee, PROJECT, AND LOCATION

[

B.25

B.26

B.27

B.28

Truck Loading Rack and Vapor Destruction System

Corrective action {date each leak repaired; reasons for any repair interval in excess of 15 days), (5) Inspector name and
signature,
[40 CFR 60.505(c), 12/22/83]

The terminal owner or operator shall keep documentation of all notification required under 40 CFR 60.502(e}(4) dn file
for at jeast 5 years, as specified in Condition A.11 of this Permit.
[40 CFR 80.505(d), 12/22/83; IDAPA §8.01.01.322.07, 5/1/94]

The truck loading rack thermal oxidizer shall be fired by fuel vapors from the loading rack vapor containment system
and/or natural gas exclusively.
[IDAPA §8.01.01.322.01, 3/19/99]
Stationary sources subject to 40 CFR Part 60 shali comply with the applicable requirements of 40 CFR Part 60, Subpart
A, as specified in Sections A.20 - A.29 (Facility-Wide Congitions) of this Permit.
[40 CFR 60.1, 10/8/97; 60.505(d}), 12/22/83]

Monitoring records and supporting information shall be retauned for at Eeast ﬁve (5) years from the date of monitoring,
sample measurement, report, or application, ~
[IDAPA 58.01.01.322.07.(c}, 5/1/94]
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AIR POLLUTION OPERATING PERMIT
Permittee, PROJECT, AND LOCATION

Boise, [daho
Tier | Operating

Permit

The Permitiee is hereby atiowed to operate the equ:pment described herein sub;act o me emission lirmits and

# Chevron Pipeline Company and Northwest Terminalling Company

monitoring and reporting requirements specified in this permit.

SOURCE

On-Site Soil Vapor Extractaon System

C. ON-SITE SOIL. VAPOR EXTRACTION SYSTEM

The following table contains a summary of requirements that apply generally to the CPL On-Site Vapor Extraction System
(VES). Specific permit requirements are listed below.

c1

c2

n umm T S——
........... sumtd summa i N0 e OGS s 2 m e e
C.1 Opaciy 20% for more than 3 minutes IDAPA 58.01.01.625 AB C2CH15
in any sixty minute period
Lodkc Benzene 0.054 th/hr and 0.24 Thyr PTC # 0020-0026 g.g. C.10, G113, £.14,
15
C.4 PM-10 0.012 Ib/hr and G053 Tiyr PTC # 0020-0026 g.s. €16, C13, G148,
.18
C.5 NOx 1.2 loihr and 5.3 Thr PTC # 0020-0026
C.6 oo 0.74 hihrand 3.2 Thyr PTC # 0020-0026
G7 VO 5.7 tofhr and 25 Thyr FTC # 0020-0026
C8 80, 0.0045 Io/hr ang 0.0084 Tiyr PTC # 0020.0026
13
c.1 Operation Systern aperation shall not PYC # 00200026
Requirements bypass vapor incinerator
without prior Department
approval
.12 Operation OCperational requiremeants for PTC # 0020-0026 C.10,C.11,C12, C.13
Reguirements termperature, pilot burmer injet .14, C15
) flowrate, hydrocarbon
concentration, and automatic
shutoffs apply uniess
incinerator bypass is approved
| by the Department

No persan shall discharge any air pollutant to the atmosphere from any point of emission for a period or periods
aggregating more than three (3) minutes in any sixty (60) minute period which is greater than twenty percent (20%)
opacity as determined by procedures contained in IDAPA 58.01.01.625.

[PTC # 0020-0026, 8/28/90; IDAPA 58.01.01.6285, 5-1-94]

The Vapor Extraction System thermal oxidizer shall be fired exclusively by fuel vapors from the Vapor Extraction System
andfor by natural gas.
[IDAPA 58.01.01,322,01, 3/19/99]
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Chevron Pipeline Company and Northwest Terminailing Company
Boise, Idaho

monitoring and reporting requirements specified in this permit.

SOURCE

PERMIT NUMBER

AIR POLLUTION OPERATING PERMIT
Permittee, PROJECT, AND LOCATION

On-Site Soil Vapor Extraction System

C3

C4

Ch

Cé

C7

cs

C8

C10

operate.

e S

Vapor Extraction System thermal oxidizer stack emissions of benzene shall not exceed 0.054 pounds per hour (0.054
ib/hr) or 0.24 tons per any consecutive 12-month period (0.24 Tiye).
[PTC # 0020-0026, 8/28/90]

Vapor Extraction System thermal oxidizer stack emissions of parﬁcuiaté matter with an aerodynamic diameter less than
or equal to a nominal 10 micrometers (PM-10} shall not exceed 0.012 pounds per hour {0.012 Ib/hr) or 0.053 tons per any

consecutive 12-month period (0.053 Thr).
[PTC # 0020-0026, 8/28/90]

Vapor Extraction System thermal oxidizer stack emissions of oxides of nitrogen (NOx) shall not exceed 1.2 pounds per
hour (1.2 ib/hr) or 5.3 tons per any consecutive 12.month pericd (5.3 Thr).
[PTC # 0020-0026, 8/28/90]

Vapor Extraction System thermal oxidizer stack emigsions of carbon monoxide (CQO) shall not exceed
0.74 pounds per hour (0.74 ib/hr) or 3.2 tons per any consacutive 12-month period (3.2 Tiyr).
. ' [PTC # 0020-0028, 8/28/90]

Vapor Extraction System thermal oxidizer stack emissions of volatile organic compounds (VOC) shall not exceed 5.7
pounds per hour {5.7 ibfhr) or 25 tons per any consecutive 12-month period (25 Tiyr).
{PTC # 0020-0026, 8/28/90]

Vapor'l.-".xﬁ'actﬁon System thermai oxidizer stack emissions of sulfur dioxide (SO,) shall not exceed 0.0015 pounds per hour
(0.0015 ibfhr) or 0.0064 tons per any consecutive 12-month period {0.0064 Tiyr).
[PTC # 0020-0026, 8/28/90]

Pound-per-hour Vapor Extraction System thermal oxidizer stack emissions of benzene, PM-10, NOx, CO, VOC, and SO,
shall be determined by a poliutant specific EPA reference method, or Department-approved altemnative, or as determined
by the Depariment's emission estimation methods used in the PTC analysis. Annual Vapor Extraction System thermai
oxidizer stack emissions of benzene, PM-10, NOx, CO, VOC, and SO, shall be determined by multiplying the actual or
allowable (if actual is not available) pound-per-hour emission rate by the aliowable hours per year that the system may

[PTC # 0020-0026, 8/28/90]

The Permittee shall comply with the foilowing conditions uniess the Department has approved a request from the
Permittee to discontinue these monitoring requirements:

C.10.1 At least once per day, the Permittee shall measure and record the lower expiosion iimit (LEL) and volumetric
fiowrate of the influent to the vapor incinerator. Based on this data, the Permittee shall calculate and record the
quantity of hydrocarbons supplied to the vapor incinerator from the bioventing system for that particular day.




F’ae190f28

AIR POLLUTION OPERATING PERMIT
Permittee, PROJECT, AND LOCATION

- PERMIT NUMBER

gsouacs

0n~8;te Soﬁ Vapor Extraction System

C.10.2 The Permittee shall collect sets of samples and conduct gas-chromatographic analyses of the samples subject
to the following conditions:

C.180.2.1 During each calendar quarter the system is operated, a set of sampies are required o be coliected no
later than ten (10} days after January 1, April 1, July 1, and October 1. The dates renew each vear
throughout the project life unless the Departmant approves a request to discontinue this mom:omg

requirement.

C.10.2.2 Each sample set shall consist of two vaper incinerator influent samples and two vapor incine{ator effiuent
samples. For each influent sampie collected a corresponding effluent sample shall be coliected
simultaneously or as soon as is practically feasible.

C.10.2.3 The following information and data shali be recorded for each sample under normal operating conditions.
The recorded process data shail be those that are in effect while the particular sample is being collected.
Pump and ﬁow eiemant aquzpment numbers are those identified in the applicant's submiltal.

€.10.2.3.1

€.10232
€.10.233

C.10.234

€.10235

C.102.386

identify the iocatuon {influent or effluent) within the process from which the sample is
collected.

The date and precise fime of each sample collection.

The volumetric fiowrate {scfm) from the bioventing wells as determined using fiow
element 201.

The volumetric flowrate {scfm) in the P-101 pump suction line downstream of the
difution air inlet, as determined using fiow element 244,

The volumetric flowrate (scfmj) in the P-100 pump suction line downstream of the
difution air inlet, as determined using fiow element 214,

The vapor incinerator operating temperature.
[PTC # 0020-00286, B/28/90]

.11 The bioventing weil and biower systern shall not be operated so as o bypass or otherwise circumvent the vapor
incinerator without prior Department approval.

[PTC # 0020-0026, 8/28/90]

C.12  The Permittee shail comply with the following conditions, unless the Department has approved the Permitiee’s request
to bypass or otherwise circumvent the vapor incinerator as specified in C.11 of this permit.

C.12.1 The vapor incinerator shail be oparated withirs the temperature range of 1200°F to 2000°F whenever bioventing

t}eoemhat 29 2060

| ﬁxmmm«mfe _December 19,2005
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PERMIT NUMBER

AIR POLLUTION OPERATING PERMIT
Permittee, PROJECT, AND LOCATION

Chevron Pipeline Company and Northwest Terminalling Company
Boise, ldaho
Tier | Operating Permit

The Permittee is hereby afiowed to operate the equipment descrzbed herein subject to me emission i:mats and
monitoring and reporting requirements specified in this permit.

Permlt

SOURCE

On-Site Soil Vapor Extraction System

well vapors are supplied to the incinerator. The temperature contoller set point shall be 1600°F.

C.12.2 The vapor incinerator pilot bumner shall operate whenever bioventing well vapors are supplied to the incinerator.

C.12.3 The vapor incinerator effiuent volumetric flowrate shail be at least 344 scfm and shall not exceed 1122 scfm

whenever bioventing well vapors are supplied to the incinerator as stated in the applicants submittal.

C.12.4 The vapor incinerator influent stream shall contain a maximum of one percent {1%) hydrocarbons on a volume

basis.

C.12.5 The Permittee shall install, calibrate, maintain and operate a system {o automatically shut off the bioventing feed

fine to the vapor incinerator in the event of a pilot bumer failure.

(.12.6 The Permittee shall install, calibrate, maintain and operate a system {o automaticaily shut off the bioventing feed

fine to the vapor incinerator whenever the vapor mcmerator aperating temperatura is below 1200°F.

[PTC # 00260026, 8/28/30]

C.13  The daily recordings of the vapor incinerator infiuent lower explosion limit and volumetric flowrate, as required in condition
C.10.1 of this permit, shall be kept on-site. This requirement does not appiy if the Department has approved a request
from the Permittee {0 discontinue these monitoring requirements as specified in condition C.11. Access to these records

[PTC # 0020-0028, 8/28/90]

shall be granted to Department representatives upon request.

C.14 The results of the sample collection and subsequent gas-chromatographic analyses required in condition C.10.2 of this
permit shall be reported to the Department within thirty (30) days of the date on which the sampies were collected. This
requirement does not apply if the Depariment has approved 2 request from the Permittee 10 discontinue these monitoring
requirementis ag specified in condition C.10.2.1. The submitted results shall contain the following information clearty

labeled for each sample:
C.14.1 The sampling port location (influent or effluent) within the process from which the sampie was collected,
C.14.2 The date and precise time of each sample collection.

C.14.3 The voiumetric flowrate (scfm} from the bioventing wells at the time of sample collection as determined using flow

element 201.

C.14.4 The volumetric fiowrate {scfm) in the pump P-101 suction line downstream of the dilution air iniet at the time of

sample coliection, as determined using flow element 244,

C.14.5 The volumetric fiowrate (scfm) in the pump P-100 suction line downstream of the dilution air injet at the time of

sample collection, as determined using flow element 214,

C.14.6 The vapor incinerator operating temperature at the time of sample collection.

ISSUED DATE:

December " 2000 |
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AIR POLLUTION OPERATING PERMIT
Permittee, PROJECT, AND LOCATION

Chevron Pipeline Company and Northwest Termmalimg Company
Boise, idaho
j| Tier | Operating Permit

The Permittee is hereby allowed to operate the equrpment descrtbed herein sub_;ect to the emission izmats and
monitoring and reporting requirements specified in this permit.

SOURCE

On-S;te Soil Vapor Extraction System J

C.14.7 The gas-chromatographic analysis output shall include at a minimum the following information:

C.14.7.1 Sample composition, average sample molecular weight, and net heating value of the sample.

C.14.7.2 Composition of the hydrocarbon fraction within the sample and the corresponding average
molecuiar weight.

C.14.7.3 The mole fraction of benzene in the hydrocarbon fraction of the sample. If the benzene mole
fraction is below the detection limit of the analytical equipment, indicate $o and report the
detection lirmit.

[PTC # 0020-0026, 8/28/90]

(.15  Monitoring records and supporting information shall be retained for at least five (5) years from the date of monitoring,
sample measurement, report, or application.
[IDAPA §8.01.01.322.07 .(c), 5/1/94]
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Chevron Pipeline Company and Northwest Terminalling Company
Boise, idaho
Tier | Operanngu?erm:t

PERMIT NUMBER
AIR POLLUTION OPERATING PERMIT '
Permittee, PROJECT, AND LOCATION

‘The Permittee is hereby aliowed {0 operate the equipment descrxbed herein suhject to the emission limits and
monitoring and reporting requirements specified in this permit,

SOURCE

o e

E Norwood Street Soi Vapor Extraction System

D. NORWOOD STREET S0il. VAPOR EXTRACTION SYSTEM

The following table contains a summary of requirements that apply ‘generally to the Norwood Street Vapor Exfraction System
(VES). Specific permit requirements are izstad below.

D1

D2

D3

No person shall discharge any air pollutant to the atmosphere from any point of emission for a period or periods
aggregating more than three (3) minufes in any sixty {60) minute period which is greater than twenly percent {20%)
opacity as determined by procedures contained in IDAPA §8.01.01.626.

{PTC, 4.29.83; IDAPA 58.01.01.625, 5-1-94)]

The Vapor Extraction System thermal oxidizer shall be fired exciusively by fuel vapors from the Vapor Extraction Systemn
and/or by natural gas.
[IDAPA 58.01.01.322.01, 3/19/99)

Monitoring records and supporting information shall be retained for at least five (5) years from the date of monitoring,
sample measurement, report, or application.
[IDAPA 58.01.01.322.07.(c), 5/1/94]

| ISSUED DATE: December 19, 2000

EXPIRATION DATE December 19 2005
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PERMIT NUMBER

AIR POLLUTION OPERATING PERMIT
Permittee, PROJECT, AND LOCATION

Chevron Pipeline Company and Northwest Terminalling Company
Boise, ldaho
Tier | Opefatmg Permit

e

The Permittee is hereby allowed o operate the equipment described herein subject to the emission limits and
monitoring and reporting requirements specified in this permit.

SOURCE

Storage Tanks

E. PETROLEUM PRODUCT STORAGE TANKS

Tank Location Storage Tank
ldentification
Number
NWTC A201

The following table contains a summary of requirements that apply generally to each storage tank. Specific permit requirements
are listed beiow,

E1 The owner of operator shall keep readily accessible records showing the dimensions of storage vessel A201 and an
analysis showing the capacity of storage vessel A201.
{40 CFR 60.116b(b}, 4-8-87}

g2 The record required by 40 CFR 801 16b(b), as specified in condition E.1 of this permit, shall be kept for the life of the
source. The records shall be managed in accordance with the requirements specified in Section A of this Permit.
[40 CFR 60.116b(a), 4-8-87]

| ISSUED DATE: December 19, 2000
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PERMIT NUMBER

AIR POLLUTION OPERATING PERMIT
Permittee, PROJECT, AND LOCATION

Chevron Pipeline Cornpany and Northwest Terminalling Company
Boise, ldahe
Tier | Operating Perm:t

The Permittee is hereby allowed to operate the equzpmem descnbed berem subject {0 the emission limits and momtonng and
reporting requiremants specified in this permit,

SOURCE

Insignificant Activities

F. INSIGNIFICANT ACTIVITIES

Activities and emission units identified as exempted under [DAPA 317.01(b) are required to be listed in this permit fo qualify
for a permit shield.

P — o
Emissions Unit c T Description

orAcﬂvity oo e T

Welding Combined welding performed at the Chewron Pipeline facility § (9) [3-3-85]

and the Northwest Teminalling Company using not mora
than ane(1) ton per day of welding rod.

!migniﬂcantawvlﬁu
IDAP

Water and space heaters Space heaters and water heaters using natural gas, propane

{18) [3-3-951
ot Xerosene and genarating less than five miflion 8txgwhr

FA1 There are no additional monitoring, recordkeeping, or reporting requirements for insignificant emission units or
activities beyond those reqwred in Section A (Fac:i;tyMﬁde Condzt;ons) of thas operatmg permit.
— e s e - [IDAPA 58.01.01.322.08, 5-1-94]

ssuﬁn —— , y :

EXPiRAT!ON m‘r‘-':‘ 2005
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TIER | OPERATING PERMIT GENERAL PROVISIONS

GENERAL COMPLIANCE

1. The Permittee shall comply with ail conditicns of this permit. Any permit noncompliance constitutes a violation and is grounds for enforcement
action; for permit termination, revocation and reissuance, of revision; or for denial of a permit renewal application,
[JDAPA 58.01.01.322.15.a; 40 CFR § 70.6{a)(8)}{})]

2. # shali not be a defense in an enforcement action that it would have been necessary to halt or reduce the permitted activity in order to maintain
comphiance with the terms and conditions of this permit, '
[HDAPA 58.01.01.322.18.b; 40 CFR § 70.6{a}(6)(ii}]

3. Any Permittee who fails to submit any relevant facts or who has submitted incorrect information in a permit application shail, upon becoming
aware of such faifure or incorrect submittal, promptly submit such suppiementary facts or cotrected information.
{IDAPA 58.01.01.315.01; 40 CFR § 70.5(b}]

REQPENING

4. This permit may be revised, recpened, revoked and reissued, or terminated for cause. Cause for reopening axists under any of the
circumstances listed in IDAPA 58.01.01.388. Proceedings 10 reopen and reissue a permit shall follow the same procedures as apply o initial
permit issuance and shall affect only those parts of the permit for which cause to reopen exists. Such recpening shall be made as expeditiously
as practicable in accordance with IDAPA 5§8.01.01.360 through 369,

[IDAPA 58.01.01.322.15.¢; IDAPA 58.01.04.386; 40 CFR § 70.7{f}{1} and (2); 40 CFR § 70.8(a)}{8}ii})]

5. The filing of a request by the Permittee for a permit revision, revocation and reissuance, or termination, or of a notification of planned changes
or anticipated noncompliance does not stay any permit condition, _
[IDAPA 58.01.01.322.15.d; 40 CFR § 70.6{a)(B (i)

PROPERTY RIGHTS

6. This permit doss not convey any property rights of any sort, or any exclusive privilege.
: fDAPA 568.01.01.322.15.0; 40 CFR § 70.6{a)(B}liv}]

INFORMATION REQUESTS

7. The Permittee shall fumish all information requested by DEQ, within a reasonable time, that DEQ may request in writing fo determine whether
cause exists for modifying, revoking and reissuing or terminating the permit or 1o deferrnine compliance with the permit,
[Idaho Code § 39-108; IDAPA 58.01.01.122 and 322.15.F; 40 CFR § 70.8(a)}{6){v}]

8. Upon request. the Permittee shall furnish to DEQ copies of records required 10 be kept by this permit. For informmation claimed fo be
confidential, the Permittee may furnish such records along with a claim of confidentiality in accordance with Idaho Code §9-342A and applicable

implementing reguiations including 1IDAPA 58.01.01.128.
[ICAFA 58.01.01.322.15.g; IDAPA 58.01.01.128; 40 CFR § 70.6{a}{6}(v)]
SEVERABILITY
8. The provisions of this permit are severable, and if any provision of this permit fo any circumstance is held invalid, the application of such

provision to other circumstances, and the remainder of this permit shail not be affected thereby,
JDAPA 58.01.01.322.15.h; 40 CFR § 70.6(a){5)]

10, The Permittee may not commence construction or modification of any staticnary source, facility, major facility, or major modification
without first obtaining alt necessary permits to construct or an approval under Section 213, or complying with Section 220 through
223. The Permittee shail comply with Sections 380 through 386 as appiicable.
fIDAPA 58.01.01.200 through 223; iDAPA §8,01.01.322.18.1; IDAPA 58.01.01.380 through 386;40 CFR § 70.4{b}(12), (14}
and {15’2‘. }and § 70.7{d} and (e), Section 213 is a State Only requirement, but has baen submitted to EPA for federal
approval.

1. Changes that are not addressed or prohibited by the Tier | operating pernit require a Tier | operating permit revision if such changes
are subject to any requirement under title IV of the CAA, 42 USC Section 7651 through 7851¢, or are modifications under itle | of

the CAA, 42 USC Section 7401 through 7515, Administrative amendments (Section 387}, minor permit modifications (Section 383},

and significant permit modifications (Section 382) require a revision to the Tier | operating permit. Section 502(b)(10) charges are

authorized in accordance with Section 384. Off.permit changes and required notice are authorzed in accordance with Section 385.

{OAPA 58.01.01.381 through 385; IDAPA 58.01.01.209.05; 40 CFR § 70.4{b}(14) and {185)]

[ISSUEDDATE:  December 19,2000 |
LCXPIRATION DATE: _December 19, 2005 §
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12. Unless speciically identified as a “State Only™ provision, ail terms and conditions in this permit, including any terms and conditions
designed fo limit a source’s potential to emit, are enforceable: (1) By DEQ in accordance with State law,; and (i) By the United States
of any other person in accordance with Federal iaw. '

[IDAPA 58.01.01.322.18.}; 40 CFR § 70.6(b}{1) and (2}]

13 Provisions specifically identified as a “State Only” provision are enforceable only in accordance with State law. “State Only” provisions
are those that are not required under the Federal Clean Air Act or under any of its applicable requirements or those provisions

adopted by the State prior to federal approval,
idaho Code § 39-108; IDAPA 58.01.01.322.15.k}

§ ND
14, Upon presentation of credentials, the Permittee shall aliow DEQ or an authorized r_espfesentative of DEQ to do the following:
a. Enter upon the Permittee’s premises where a Tier | source is located or emissions refated activity is conducted, or where records are
kept under conditions of this permit;
h. Have access to and copy, at reasonable times, any records that are kept under the coriditions of this permit;
. inspect at reasonable times any facilities, equipment (including monitoring and air pellution control equipment), practices, or

operations regulated or required under this permit; and

d. As authorized by the ldaho Environmental Protection and Health Act, sample or monitor at reasonable times substances or
parameters for the purpose of determining or ensuring compiiance with this permit or applicable requirements.
[idaho Code §38-108; IDAPA §8.01.01.322.15.5; 40 CFR § 70.6(c)}{2}]

15, The Permittes shall némply with applicable requirements that become effective during the permit term on a timely basis.
[IDAPA 58.01.04.322.10; IDAPA 58.01.01.314.10.a.}; 40 CFR § 70.6(c}(3} citing § 70.5(c)(8}]
EERS
16, “The owner or operator of a Tier | source shall pay annual registration fees to DEQ in accordance with IDAPA 58.01.01.825 through
IDAPA 58.01.01.538.
[IDAPA 58.01.01.322.15.n; 40 CFR § 70.6{a}{7}}
< AT1
17. Al documents submitted to DEQ shall be certified in accordance with 1DAPA 58.01.01.123 and comply with IDAPA 58.01.01.124,
IDAPA 58.01.01.322.15.0; 40 CFR § 70.6{a){){iH}{A}; 40 CFR § 70.5(d})}
RENEWAL
18.
a The owner or operator of a Tier | source shalt submit an application to DEQ for a renewal of this permit at least six (6) months before
but no earfier than eighteen (18) months before, the expiration date of this operating permit. To ensure that the term of the operating
permit does not expire before the permit is renewed, the owner or cperator is encouraged {o submit a renewal application nine (9)
months prior to the date of expiration.
{DAPA 58.01.01.313.03; 40 CFR § 70.5(@){1)(ii)}
b i a timely and complete application for a Tier | operating permit renewal is submitted, but DEQ fails to issue or deny the renewal
permit before the end of the tem of this permit, then aif the terms and conditions of this permit including any permit shield that may
have been granted pursuant to Section 325 shall remain in effect until the renewal permit has been issued or denied,
NDAPA 88.01.01.322.15.p; 40 CFR § 70.7(b)]
PERMIT SHIELD
19. :
. Compiiance with the terms and conditions of the Tier | operating permit, including those applicable to alt alternative operating

scenarivs and irading scenarios, shail be deerned compliance with any applicable requirements as of the date of permit issuance,

provided that:
[ 1ssUED DATE December 19, 2000 |
LEXFIRATION DATE: _ December 19, 2005
T T
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i, Such applicable requirements are included and are specifically identified in the Tier | operating permit; or DEQ has
determined that other requirements specifically identified are nol appiicable and all of the criteria set forth in 1DAPA
58.01.01.325.01(b) have been met.

h, The permit shield shall apply {o permit revisions made In accordance with IDAPA 58.01.01,381.04 (administrative amendments
incorporating the terms of a permit to construct), Section 382.04 (significant modifications), and Section 384.03 (trading under an
emissions cap).

< Nothing in this permit shali after or affect the following:

i Any administrative authority or judicial remedy available to prevent or terminate emergencies or imminent and substantial
dangers,;

i, The liability of an owner or operator of a source for any violation of applicable requirements prior to or at the time of permit
issuancs;

il The applicable requirements of the acid rain program, consistent with 42 U.8.C. Section 7651(g{(a}; and

iv. The ability of EPA {0 obtain information from a source pursuant to Section 114 of the CAA; or the abilily of DEQ to obtain
information from 4 source pursuant to [dahe Code §39-108 and {DAPA 58.01.01.122.

{ldaho Coda §§ 39.108 and 112: IDAPA 58.01.01.122; IDAPA 58.01.01.322.15.m; IDAPA 58.01.01.325; IDAPA

£8.01.01.281.04; IDAPA 58.01.01.382.04; IDAPA 58,01.01.383.05; IDAPA 58.01.01.384.03; {DAPA 58.01.01.385.03; 40 CFR

§70.6(]

a, For each applicable requirement for which the source Is not in compliance, the Permiltee shail compiy with the compliance scheduie
incorporated in this permit,

b. for each applicable requirement that will become effective during the term of this permit and that provides a detailed comptianée
schedule, the Permittee shall comply with such requirements in accordance with the detailed schedude.

e For each applicable requirement that will become effective during the term of this permit that does not contain a more detalled
schedule, the Permittee shall meet such requirements on a timely basis.

d. For each apb!icabﬁe reguirement with which the Permittee is in compliance, the Permittee shall continue io comply with such
requirements.
DRDAPA 58.61.01.322.10; IDAPA 58.01.01.314.98.10; 40 CFR 10.6{c}{3) and (4)]
Ri 1 §

21, The Permittee shall submit compliance centifications during the term of the permit for each emissions unit to DEQ and the EPA as
follows:

a Compliance certifications for all emissions units shall be submitted annually beginning tweive (12) months from the permit issuance
date, or more frequently if specified by the underying appilicable requirement or elsewhere in this permit by DEQ;

b. The compliance certification for each emissions unit shaii. address all of the terms and conditions contained in the Tier | operating
permit that are applicabie to such emissions unit including emissions limitations, standards and work practices;

e The compiiance certification shall be in an itemized form providing the following information {provided that the identification of
applicable information may cross-reference the permit or previous reports as applicable): :

i The identification of each term or condition of the Tier | operating permit that is the basis of the certification;

i, The identification of the method(s) or other means used by the cwner or operator for determining the compliance status with
each term and condition during the certification period, and whether such methods or other means provide continuous or
intermittent data. Such methods and other means shail include, at a minimum, the methods and means required by this Tier
| operating permit. If necessary, the owner or operator shall identify any other material information that must be included
in the certification to compiy with Section 113(C)(2} of the CAA which prohibits knowingly making a faise cerfification or
omitting material information;

i The status of compliance with the terms and conditions of the permit for the period covered by the certification, based on

[issuED DATE:  December 19, 2000 |
LEXPIRATION DATE: _December 19, 2005}
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the method or means designated in paragraph 21.¢.ii above. The certification shall identify each deviation and take it info
account in the compliance certification. The certification shall also identify as possible exceptions to compiiance any periods
during which compliance is required and in which an excursion or exceedance as defined under 40 CFR Part 84 occurred,
. Such other facts as DEQ may require to determine the compliance status of the source.
d. Alf original compliance centifications shall be submitted to DEG and a copy of all compliance certifications shall be submitted to the
EPA,
[IDAPA 58.01.01.322.11; 40 CFR § 70.6{c}{5)(iHi} as amended, 62 Fed. Reg. 54800, 54946 {October 22, 1997); 40 CFR §
T6.6(c){5}iv)]
FA TA T,

22 Ne person shall knowingly make any false statement representation or certification in any form, notice or report required under this
permit, or any applicable rule or order in force pursuant thereto.
NIDAPA 58.01.01.125)

NOQ TAMPERING

23, No person shall knowingly render inaccurate any monitoring device or methad required under this permit or any applicable rule or
order in force pursuarnt thereto,
PDAPA 58.01.01.126)

Mi-ANN i id

24. In addition to all applicable reporting requirements identified in this permit, the Permittee shall submit reports of any required
monitoring at least every six {§) months starting six (6) months from the date of permit issuance. All instances of deviations from this
operating permit's requirements must be clearly identified in the report. Al required reports must be certified in accordance with
IDAPA 58,01.01.123.

[IDAPA 58.01.01,322.15.q and 322.08.¢; 40 CFR § 70.6{a){3){ii}})]

25. The Permities shall promptly report all deviations from permit requirements including upset condltions, their probable cause, and any
gorrective actions or preventive measures taken. For excess emissions, the report shall be made in accordance with IDAPA
58.01.01.136-136. For ail other deviations, the report shail be made in accordance with IDAPA 58.01.01.322.08.¢, uniess otherwise

specified in this permit,
fIDAPA §8.01.01.322.15.q; IDAPA 58.01.01.135; 40 CFR § 70.6(a){3)(ii)])
PERMIT REVISION NOT REQUIRED
28, No permit revision shall be required under any approved economic incentives, marketable permits, emissions trading, and other

similar programs or processes for changes that are provided for in the permit.
[IDAPA 58.01.01.322.06.h; 40 CFR § 70.6(a)(8))
EMERGENCY

27. in accordance with [DAPA 58.01.01.332, an "Emergency” as defined at IDAPA 58.01.01.008., constitutes an affirmative defense to
an action brought for noncompliance with such technology-based emissions limitation if the condifions of Subsection 332.02 are met.
flDAPA 58.01.01.332.01; 40 CFR § 70.6(g))
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